New and Remodeled Banking Facilities
NEW MEXICO
BAN K&TRUSTCO.
Hobbs, N. M.
The Ow ner had three exist ing
drive -up w indows plus a walk- up
window. These faciliti es were
locat ed across th e alley to the
north of the main offi ce. The
Owner 's d r ive -in banking
business had grown to a po in t
that , during peak hours, the
facility was insuff ic ient to handle the volume at a pace that
was conven ient f o r their
customers . Due to property
restrict io ns , the inabili ty to add
fac ili ti es, and new innovati on s
in bank ing equip me nt , the dec ision was made to de mo lis h the
faci li ties and start ove r.
The Owner comm iss ioned the
Arch itect to design six customer
serv ice lanes: one pneumatic
unit for rec reati onal vehicles,
four pneumat ic units for
automobiles , and one lane for a
spec ial ' t e l e l i f t ' t rac k for
transportin g large item s.
The Bank also owned a renta l
bu ild ing on th e site whi ch was
to be co nverted to a drive-up
teller space , a real es ta te loan
departmen t and a warehouse
space.
Al l of the above , w ith exception of the bank ing equ ipment
(which was purchased direct ly
by the Owner) was completed
for a cost of $190,400.00.

.

Before
After

Design and Construction Credits:
Architect: Killian and McBeth, Hobbs,

N.M.
General Contractor: Purcell construetion Company
Sub-Contractors:
Electrical: Southwestern Electric
Shop , Inc .
Mechanical: Marker Sheet Metal
Stucco: Claude Burger
Roof ing : Helms Roofing
Glass , Glazing and
Kawneer Aluminum Facia: City Glass
and Mirror Co.
Landscaping: Los Arboles
Banking Equipment : The Mosler
Safe Company
Photographer: Ray's Studio
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Quality

Prestressed Concrete Puts
Quality Where It Counts In Hotel
and Motel Construction

Stanley
Structures

Keystone Resort Hotel
Dillon , Colorado

Albuquerque Inn
Albuquerque , New Mexico

Architect
Flood , Meyer & Assoc iates , Inc.
Los Angeles , California
Genera I Contractor
Olson Construct ion Company
Denver, Colorado
Structural Engineer
Wheeler & Gray
Los Angeles , California

Architect
Fuji, Parsons , Inc.
Fowler, Californ ia
General Contractor
George Rutherford Construction
Albuquerque, New Mexico
Structural Engineer
Design Professionals, Inc.
Albuquerque , New Mexico

Stanley Structures produces a complete
range of architectural and structural
prestressed concrete product s for
const ruction of hotels and motels. Our
products offer the advantages of soundproof
construction , low maintenance costs, fire
resistance and fast construction.

sooner through earlier occupancy of the
building. Overall , all parties benefit from
savings in time and money.

Prestressed concre te buildings represent
significant savings to investors and owners .
Insurance rates are lower. As a
noncombustible material, concrete will
contain fires and permanently protect the
structure , thus providing safety and security
for guests.
More precise pricing of building materials
and a reduced contingency margin can be
realized by the owner or developer who
chooses prestressed concrete . Expensive
and often inefficient on-site labor can be
significantly reduced . Work stoppage factors ,
like inclement weather , are practically
eliminated.
Since a greater portion of the project is
handled on a fixed cost basis to the builder,
the effects of spiraling inflation can be better
contro lled. A shorter construction period
means a faste r payback of the construction
loan. The investors can also realize income

In hotel and motel design , prestressed
concre te's aesthet ic appeal is limited only by
the architect's imagination. Durable and
attract ive conc rete finishes enhance exterior
and interior design features. Structural
conc rete units functionally accommodate
space requirements of the total building,
including rooms , lobbies , parking garages,
corridors and swimming pools.
Prestressed concrete hotels and motels are
built for wear and endurance with features
designed to keep operating expenses low
and maximize profits for the owners .
The use of prestressed concrete in walls and
floors also helps assure acoustical control ,
which is an abso lutely essential qual ity in
hotel or motel construction.
Stanley Structures has built a network of
prestressed concrete plants throughout the
west. Give us a call . We have the capab ilities
and experienced personne l to help you
incorporate prestressed concrete into your
next construct ion project and put qua lity
where it counts .

The Right Results From
The Right Approach

We've put it all together before - countless
times . Our experience in design, production,
delivery and erection of structural and
architectural concrete is second to none . We
have the know-how to economically
construct sound structures with broad
appeal - the right results .

Stanley
Structures
A Subsidiary of The Stanley Works

Our network of companies produces a wide
range of standard and custom building
components, permitting a variety of
combinations and assemblies - the right
approach.

Colorado
5801 Pecos Street
P.O. Box 21070
Denver, Colorado 80221
Phone 303-458-6301

When the subject is prestressed concrete
structures, professional design consultants
welcome our specialized knowledge. Be sure
to talk to us at an early stage in your
planning.

New Mexico
2340 Alamo Southeast
Suite 106
Albuquerque , New Mexico 87106
Phone 505-247-0391
Montana
1537 Avenue D.
P.O. Box 20336
Billings , Montana 59104
Phone 406-248-7131

Texas
First National Bank Tower
Suite 570
62431-H 10
San Antonio , Texas 78201
Phone 512-734-7923

Damson Oil Building
Suite 180
260 North Belt East
Houston, Texas 77060
Phone 713-448-8495
Wyoming
421 Livingston Avenue
P.O. Box 527
Cheyenne, Wyoming 82001
Phone 307-638-8931

FIRST NATIONAL
BANK OF
ROSWELL

The First National Bank of
Roswell is the oldest and largest
bank in Chaves County. It has
been at the same location at 3rd
and Main for over 50 years. During that time the building has
been remodeled two times. The
last refurbishing was done in
1976 by Waggoner and
Assoc iates, Inc. , of Roswell.
The problem was the bank 's
physical image. The older red
brick, glass block austere rectali near edifice did not communicate with the aggressive attitude of the bank 's present
leadership. The architects were
d irected to design a new shell
and remodel the interior to bring
up to date a competitive banking
image.
In order to accomplish this
Waggoner and Associates , Inc.,

studied the relationship of the
" downtow n" banking traffic and
came up with two major axis.
One on Main Street at the corner
and another across the street on
3rd Street from a six story office
build ing . The architects did
away with the large glass block
windows on the ground level
and the steel casement windows on the second floor.
The final design emphasized
the entries by means of semicircular, highly detailed brick arches which are intersected by
masts of contrasting white stucco trimmed in the same brick.
Around the northeast corner
of the building a planter was
built to emphasize the high
buckskin brown stucco walls.
This planter is also used by the
people as a seating area. This is
NMA July·August 1979

a continuation of an old city
tradition for this corner.
The stucco was "panelized "
by means of oversized expansion joint reveals painted to
match the chocolate brown
brick trim. The masts not only
serve as an architectural feature
but also hold the building 's
signage.

Design and Construction Credits:
Waggoner and Associates, Architects
DeShurley Construction, General Contractor
Burnworth·ColI, Mechanical Contractor
Arco Electric, Electrical Contractor
L. C. Stiles, Stucco Contractor
Bostick Co., Masonry Contractor
Glenn Riley, Tile Contractor
Rhoads Plumbing Co., Plumbing contractor.
Custom Wood, Doors
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WESTERN BANK, Alamogordo, New Mexico
Western Bank comple ted in
1978 will prov ide fu ll bank ing
walk-in and drive-up serv ices to
Alamogo rdo , New Mexico.
The bui ld ing 's mass ing , deeply recessed arched w indows and
entries , plante rs , and rich brown
stucco finish all serve to create
a contemporary southwestern
" image" consistent with the
bank's construction philosophy
and complimentary to the su rrounding region .
The ut il izatio n o f volume ,
natural light through arched
clere -story windows, light reflec tance , scu lptu ral task li ght ing
forms , cedar walls and ce il ing
surfaces , in con junct ion wi th ac cent green fabrics and oak furnishings, all comb ine to ach ieve
an image of lightness, vo lume
and warmth complimentary to a
southwestern desert environment.
10
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Design and Construction Credits:
Architect: Dean & Hunt Associates,
Ltd., Albuquerque, N. M.
Mechanical Engineer: Walker-Brown
Engineers, Inc.
Electrical Engineer: Uhl & Lopez Engineers, Inc.
Structural Engineer: Randy Holt &
Associates
General Contractor: Mesa & Associates
Excavating: Connie Danley Const.
Concrete: Danley Concrete
Electrical: Southwestern Electrical
Plumbing/HVAC: Lane Plumbing &
Htg.
Lumber: Foxworth & Galbreth & Cashway
Drywall : O'Hara Drywall
Stucco: Juan Limon
Glazing : Glass House
Painting: Payne Painting
Roofing: Frontier Roofing
Millwork: Southwest Millwork
Landscaping: Flinn Nursery
Furniture & Draperies: The Inkwell
Carpeting: Sheffield Carpet
Bank Equipment: LeFebure
Interior Plants: Plant Patch
Photography: Jerry Goffe

RIO GRANDE VALLEY BANK, Albuquerque, New Mexico
BRANCH OFFICE
ELDORADO BRANCH
Rio Grande Valley Bank is a
local financial institution . The
clients wanted a simple, contemporary design. The program
required banking and office
space with growth potential
readily available. Al l areas not init ial ly occupied by the bank are
des igned as lease spaces . Half
of the floor has been developed
into offices for a real estate firm .
All fixed elements, chases
and toilet facilities are centrally
located to provide the greatest
flexibility of space. The fixed
elements together with a centrally located atrium separate
the bank from the adjacent lease
space. All publ ic areas have surface fin ished material such as
viny l wall covering and qua rry
tile floors with carpet in pr ivate
offices and work areas . Warmtone stucco is used over all exposed structural frame with concrete slab on grade and steel
joist metal deck roof system . Exterior walls are 1" insulated
reflective glass with an exposed
aggregate stucco facia. Heating ,
ventilating and air conditioning
is provided by multizone roof
top units. Landscaping and in terior furnish ings were handled
in separate contracts under the
guidance of the architects to
produce a uniform design . The
construction was a negotiated
contract , w ith the Owner, Contractor and Architect working
during construction to maintain
the budget limitations.

Design and Construction Credits:
Architects ,
Stevens ,
Mallory ,
Pearl & Campbell, Albuquerque, N.M.
General Contractor, Neil Weaver Construction Co.
Steel , W & W Steel
Bank Equipment, Mosler
Precast Concrete, Prestressed Concrete
Products
Glass & Glazing , Southwest Glass
Electric, Norman Johnson Service Electric
Plumbing, Mechanical, Rocky Mountain
Plumbing
Roofing, Goodrich Roofing Co.
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MAIN OFFICE

Rio Grand e Valley Bank is a
small , local, financ ial inst it ut ion
that
has
experienced
remarkable growth in the past
two years and outgrew the temporary quarters they were
located in . The clients wanted a
simple, contemporary des ign
that would lend itse lf to the
redevelopment of downtown
Albuquerque. The program requ ired banking and main office
space with growth potential
readily available. All areas not initially occupied by the bank are
des igned as flexible lease

spaces . Half of the uppe r fl oor
has been deve loped into law of fices for the Chairman of the
Board with the board room joint ly serving the bank as well as the
attorney.
All fixed elements such as
stai rs , elevator, chases and
toi let fac ilit ies are centrally
located to prov ide the greatest
flex ibi lity of space. All public
areas have surface fin ish
material such as vinyl wall
covering and quarry tile floors
with carpet in pr ivate off ices and
work areas. Warm tone concrete

is used in all exposed structural
frame with precast double tee
floor and roof system . Exterior
walls are 1" insulated reflective
glass and precast exposed aggregate faci a panels . Heating ,
ventilating and air cond itioning
is provided by mult izone roof
top un its. Landscap ing and inter ior furnish ing were handled in
separate contracts under the
guidance of the architects to
produce a unified design. The
construction was a negotiated
contract , with the Owner, Contractor and Archi tect work ing
during construction to ma intain
the budget limitations. Final
cost exclud ing furn ish ings and
landscap ing was $1 ,150,000 for
$37.1sq. ft.

Design and Construction Credits:
Architect, Stevens, Mallory, Pearl &
Campbell, Albuquerque, N. M.
General Contractor, Bradbury & Stamm
Steel, W & W Steel
Sheetmetal, Miller Metal
Precast Concrete, Prestressed Concrete
Products
Glass & Glazing , Central Glass & Mirror
Electric, BoMur Electric
Plumbing, Bonded Plumbing & Heating
Bank Equipment, Mosler
Elevator, Dover Elevator Co.

ALBUQUERQUE GRAVEL PRODUCTS COMPANY
DEDICATED TO QUALITY
AND SERVICE
Tel. (505) 242-5265
600 John Street, S.E. P. O. Box 829
Albuquerque, N. M. 87103
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